[image: image1.jpg]eco procote.








































Eco Safety Products, LLC., 1542 E. Victory St, Ste 3, Phoenix, AZ 85040  Tel: (602)305-9397    03/06











Technical Data:


Refer to product Material Safety Data Sheet for more information.


Finish: Clear Matte Finish�Color: Clear


VOC: Zero 0 g/l


Odor: Low


Shelf Life: 1 year


Coverage: 250-300 sq.ft./gal per coat


Wet Mils: 20-25  Dry Mils: 15-20


Temperature: 40°F min to 120°F max


Relative Humidity: 85% max


Dry to Touch: 1 hour approximate


2nd Coat: 1 to 2 hours (depending on temp.)


To Full Cure: 24 hours to 5 days











Application Data:


Refer to product installation manual for complete instructions on substrate preparation and application requirements. Always test area prior to full application. 





Primers: Eco-TuffTM acrylic-urethane coatings require the use of either (ES-EP-CP10 or ES-EP-MP10) primers or Acri-Soy sealers. See primer product data sheets for more information on applicable primer selection.





Surface Preparation: Follow all instructions carefully to achieve a clean, dry, sound surface for prime coat and subsequent top coat application. 





Method: Apply by hopper spray (Superior Brand-Spraying-Mantis, Graco Brand Tex-Spray Compact or equivalent) or by roller application using a 3/8” nap roller for best spread and uniformity. 





Eco-TuffTM is installed in a minimum of 2 coats for standard applications. 3 coats may be necessary for high traffic industrial applications. 





Product Data








Garage Floors


Kennels


Veterinary Clinics


Utility Vehicles


Kitchens


Pharmaceutical


Food Processing








Industrial Floors


Manufacturing


Warehouse Floors


Warehouse Docks


Driveways


Walkways


Wood Decks











Non-Toxic Formulation


Zero VOC & Virtually Odorless


Non-Flammable


Waterproof


UV, Chemical, Stain & Abrasion Resistant


Hot Tire Pick Up Resistant


High Flex and Submersible Formulations


Self Bonding, Easily Repairable 


	


	





Key Features																																				





The most durable acrylic-urethane clear coat floor coating that delivers a long lasting clear matte finish on concrete, wood, metal, and fiberglass surfaces. No other coating combines the unique single component process of cross-linking urethanes, acrylics, and co-polymers to deliver a long lasting, high build, high flex ultra-tough surface.  The clear coat formulation offers design flexibility to preserve substrate colors while enhancing surface protection against high traffic, moisture, UV, chemical and abrasion.





Eco-TuffTM Clear Coat meets Green Building, air quality and environmental requirements with zero VOC’s, is virtually odorless and is non-flammable with no transport concerns or restrictions. Enjoy easier, faster and safer installations that offer years of unmatched durability. Apply over our Acri-Soy sealer or for maximum durability and waterproofing, apply over Eco-TuffTM 2-Part W.B. Epoxy Primer/Sealer. 





Approximate spread rate is 250 to 300 square feet per gallon. A two coat application is recommended. It is suitable for both indoor and outdoor applications. Choose from standard, enhanced flexibility, or submersible formulations. Need enhanced slip resistance? Add our standard clear quartz aggregate to combine optimum clarity and non skid properties. 











Recommended For





General Description
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Eco-Tufftm


Acrylic-Urethane Clear Coat
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