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Typical Use:  Specified around the globe by leading green 

building architects, facilities maintenance, landscapers, and 

professional concrete contractors for use on; decorative  

concrete, warehouse floors, public works projects, residential 

development, brick pavers, masonry block, natural stones, grout, 

wood decks, wood trim, fiber cement, plaster, stucco, and more. 

Provides resistance against efflorescence, dusting, moisture, 

vehicular fluids, etc.    

Product Description: Acri-3ÏÙΆ 0ÅÎÅÔÒÁÔÉÎÇ #ÌÅÁÒ 3ÅÁÌÅÒ ÉÓ ÁÎ ÁÄÖÁÎÃÅÄ ÈÉÇÈ 

performance eco-friendly bio-based formulation that delivers optimum substrate 

protection, durability and sustainability. The bio-based resins penetrate and absorb into 

the substrate to integrally bond and seal without leaving a topical surface film. This 

breathable non film forming technology retains the natural appearance, sheen and  

texture of the substrate. Unlike other sealer technology, Acri-SoyΆ ÁÌÌÏ×Ó ÎÅÃÅÓÓÁÒÙ 

moisture vapors to escape instead of being trapped within the coating, which is a  

primary cause of premature failure. Also unlike other sealer technology, you never have 

to strip the sealer for maintenance recoats, saving significant time and costs.  
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ü Water-Based Technology 

ü Bio-Based Technology 

ü Petroleum Use Reduction 

ü Ultra Low 6/#ȭÓ <10 g/l 

ü Virtually Odorless 

ü Renewable Resource Content 

ü Recycled Content 

ü No Hazardous Waste 

ü High Coverage = Less Material 

ü Faster Install = Less Energy  

 

ü Integral Bond & Seal 

ü Non Film Forming 

ü No Peeling or Flaking 

ü Longer Life Span 

ü Interior & Exterior Grade 

ü Hot Tire Resistant 

ü UV Resistant 

ü Weather Resistant 

ü Breathable 

ü Fast 1 Hour Dry Time 

ü Enhances Substrate Life 

ü Maintains Natural Finish 

ü Green Building Compliant 

ü Quicker Return To Service 

ü No Lingering Offgassing 

ü Low to No Downtime 

ü Faster Install Saves Labor 

ü Faster Clean Up Saves Time 

ü Easy Recoats Saves $$$ 

ü Lowest Life Cycle Cost 

Potential USGBC LEED Contributions: MR Credit 1-Building Reuse, MR 

Credit 3-Materials Reuse, MR Credit 6-Recycled Content, MR Credit 5-

Regional Materials, MR Credit 6-Rapidly Renewable Materials, IEQ Credit 4-

Low Emitting Materials, ID Credit 1-Innovation in Design.   

Available At: 

Technical Data:  

VOC: <10 g/l, Bio-Based Content: >20%, Solids Content: >10%, Dry to Touch: <1 Hour, Intercoat Dry Time: 1 Hour 

or until dry, Installation Temperature: 40°F-120°F, Clean-Up: Soap and Water. 

The Most Cost Effective & Efficient Sealer! 

Lowest Cost Per Sq.Ft.  Fastest Install Time 

Fastest Return to Service  Easy Maintenance 

-ÏÓÔ Ȱ,%%$ȱ 0ÏÔÅÎÔÉÁÌ  Virtually Odorless 
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Coverage: Coverage rates are dependent upon the actual surface porosity, texture and application method used. 

Typical 400-600 sq.ft./gal. Perform test patch and method to determine actual spread rate estimates. One coat is 

generally sufficient depending on the porosity. Apply two coats for high traffic or vehicular traffic areas.  

Application: Proper surface preparation is critical to a successful installation. Surfaces must be clean, free of 

bond breakers  and porous for proper penetration.   Test the surface in all areas within each pad or foundation 

sections for porosity by spraying a light water mist over the project area. If the water soaks in within seconds in all 

areas, you should have sufficient porosity and are ready to begin the project. If your water test beads on top of the 

surface or penetrates very slowly, you either have a non-porous hard trowelled surface or you may have oil, sealer, 

cure-n-seal, hardener or other substance that is prohibiting penetration. If this is the case, you must strip all bond 

breakers prior to proceeding. We recommend using our organic Eco Etch Pro Concentrate to open up pores on 

concrete substrates to increase porosity and to ÄÅÅÐ ÃÌÅÁÎ ÔÈÅ ÓÕÂÓÔÒÁÔÅ ÔÏ Á ȰÌÉËÅ ÎÅ×ȱ ÁÐÐÅÁÒÁÎÃÅȢ  

If applying Acri-Soy over an existing stain system other than SoyCrete or TimberSoy, be sure to test for 

compatibility and follow all manufacturer dry time instructions. Most applications will require only a single coat. It 

is recommended to install a minimum of 2 coats for automotive and high traffic areas for maximum protection. 

Allow approximately 1 hour intercoat dry time between sealer coats. Always perform sample tests using your 

desired method to determine repeatable spray techniques, strokes, rolls, etc., that delivers the applicable amount 

of material without puddling or over saturating the substrate. Start from your farthest point working toward your 

exit path moving right to left or left to right.  

HVLP Pressure Pot Sprayer- Adjust to a fine mist spray that delivers a uniform and puddle free application. If 

ÐÕÄÄÌÅÓ ÏÃÃÕÒȟ ÓÉÍÐÌÙ ÂÁÃË ÒÏÌÌ ×ÉÔÈ Á σȾψȱ ÎÁÐ ÒÏÌÌÅÒ ÏÒ ×ÏÒË ÍÁÔÅÒÉÁÌ ÉÎÔÏ ÔÈÅ ÓÕÂÓÔÒÁÔÅ ×ÉÔÈ Á ÍÉÃÒÏÆÉÂÅÒ ÍÏÐȢ 

Airless Paint Sprayer- Use a fine finish tip, #11 at a fine setting to create appropriate mist application. Back roll 

×ÉÔÈ Á σȾψȱ ÎÁÐ ÒÏÌÌÅÒ ÏÒ ×ÏÒË ÍÁÔÅÒÉÁÌ ÉÎÔÏ ÔÈÅ ÓÕÂÓÔÒÁÔÅ ×ÉÔÈ Á ÍÉÃÒÏÆÉÂÅÒ ÍÏÐȢ 

Heavy Duty Commercial Pump Sprayer- Set to a fine spray and apply in 3' pattern. Back-roll with a 3/8" nap roller 

to eliminate all topical material or use a microfiber mop to work material into the substrate. 

ρφȱ .ÙÌ&ÏÁÍ 0ÁÄ !ÐÐÌÉÃÁÔÏÒ- Pour Acri-3ÏÙ ÉÎÔÏ ÁÎ ρψȱ 0ÁÉÎÔ 4ÒÁÙȢ %ÖÅÎÌÙ ÓÁÔÕÒÁÔÅ ÐÁÄ ÔÈÅÎ ÁÐÐÌÙ ÉÎ σȭ ×ÉÄÅ 

passes in a thin even coat to ensure that you avoid creating puddles. Work the material into the substrate 

eliminating all puddles.  

ρψȱ (ÅÁÖÙ×ÅÉÇÈÔ 4-Bar Floor Applicator- Pour Acri-Soy in a straight line along a starting wall or line. Angle the T-

Bar slightly as you walk pulling the T-Bar. The weight of the bar will distribute the sealer in a thin coat while 

moving excess away from the path for your return pass creating a 3-τȱ ÐÁÔÔÅÒÎȢ /ÎÃÅ ÅÓÔÁÂÌÉÓÈÉng a 3-τȭ ÓÔÒÉÐȟ ÕÓÅ 

the T-Bar and work material into the substrate at a 90° cross pattern. Do not leave puddles or signs of lap marks. 

More dense concrete may require a cross pass using a microfiber mop or use a floor buffer with white pad to 

ensure all material is able to absorb into the substrate.  

 

Limitations: Do not apply Acri-Soy over a topical stain system and do not over apply Acri-Soy to the point of 

leaving a topical film. Avoid chemical cleaning and wet mop cleaning for 3-7 days during the full cure period.  

Safety Precautions: Always wear protective clothing and goggles to avoid possible irritation to skin and eyes. 

Wear applicable particulate mask when applying any material by sprayer whereby excessive airborne mist is 

present. Keep away from children. Refer to Material Safety Data Sheet for further health and safety information. 

HMIS Codes: Health = 1, Flammability = 0, Reactivity = 0, Personal Protection = B 

Packaging: 1 Qt Bottle, 1 Gallon Can, 5 Gallon Pail, 55 Gallon Drum, 275 Gallon Tote (custom order) 

 

 

 

Acri -SoyÊ Penetrating Bio-Based Clear Sealer  

Product Data Sheet  

PDS.Acri-Soy.0710 


